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JEAN™
INSTALLATION INSTRUCTIONS

52-INCH INDOOR LED CEILING FAN



TOOLS AND MATERIALS 

REQUIRED 

• Philips screw driver 

• Blade screw driver 

• 3/8" wrench

• Step ladder 

• Wire cutters

1. PACKAGE CONTENTS

Unpack your fan and check the contents. You 
should have the following items: 

a. Blade set (5)
b. Hanger bracket
c. Canopy
d. Downrod
e. Fan motor assembly

f. Blade bracket set (5)
g. Light Kit
h. Glass (4)
I. Package hardware

1 )Mounting hardware:
wood screws (2) screws (2), 
lock washers (2), star washers (2), 
wire nuts (3), washers (2) 

2) Close mount hardware:
screw with lock washers (3)

3) Blade attachment hardware:
screws (16), yber washers (16)

4) Pull chain and fob
5) Balance Kit

j. Bulb(4)
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WARNING:

WARNING:

"FOR FAN SUPPORT"

2. SAFETY RULES

WARNING

WARNING
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3. MOUNTING OPTIONS

Note:

Outlet box

Fig 1

Outlet  box

Fig 3

Fig 4

Outlet box

Fig 2

Provide strong
support

Recessed
outlet box

Ceiling
mounting
bracket

Angled ceiling
maximum 20? 
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4. HANGING THE FAN

REMEMBER
NOTE: 

STANDARD CEILING INSTALLATION

Mounting screws 
(supplied with 
electrical box)

Hook 

Ceiling 
mounting 
plate 

UL Listed 
electrial 
box

Fig 5

Fig 6

120V Wires

Washers

Downrod

Canopy

Set screws

Hitch pin
Lock pin

Fig 7

Registration slot
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LOSE-TO-CEILING INSTALLATION

WARNING: 

Fig 8

Fig 9

Fig 10

Canopy bottom cover

Screw and 
lockwasher

Canopy

Canopy

Collar

Hook

6 www.trulygreensolutions.com



Fig 11

5. MAKE THE ELECTRIC
CONNECTIONS

Remember

WARNING: 

SUPPLY CIRCUIT
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Outlet Box

Ground
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Ground to
Downrod

Light 
Fixture
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Fig 12

6. FINISHING THE
INSTALLATION

STANDARD CEILING INSTALLATION

CLOSE-TO-CEILING INSTALLATION

Fig 13
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7. ATTACHING THE FAN

BLADES

Forward/Reverse Switch 

\ ............... 7 

0 

Blades bracket 

Fig.14 

...-screws 

.._Fiber 
washers 

Blade 

r-���:4::---white

Glass Shade 

Bulb

-..._

<$ 

� 

Fig.15a 

Fig.15b 

- Light 
Pull Chain 
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{see fig.15b).
screws until snug to glass. Install 9 watt bulb
Slide glass shades over sockets and tighten set 

fig.15a).
holes. Insert {3)screws and tighten firmly {see 
up into switch housing shell, aligning screw 
Remove switch housing screws. Press fixture 

to black wire. Secure with wire nuts.
Connect white wire to white wire and blue wire 

Turtle Cluster:

instructions under the correct light  fixture.
Turtle Cluster {fig.15 a& b). Please follow 
installing, you will either have the 4  Light 
Depending on which mode of the Jean you are 

Installation of Light Fixture

BLADES.
OBJECTS BETWEEN ROTATING FAN 
THE FAN. DO NOT INSERT FOREIGN 

BALANCING THE BLADES, OR CLEANING 
HOLDERS WHILE INSTALLING, 

INJURY, DO NOT BEND THE BLADE 
TO REDUCE THE RISK OF PERSONAL 

WARNING

the screws supplied. (Fig. 14)

Step 3 Fasten blade assembly to motor using 

blade is straight.

Step 2 Tighten each screw. Make sure the 

for the two remaining screws.

in Figure 14. Start screw into bracket. Repeat 
using the screws and fiber washers as shown 
Step 1 Attach the blade to the blade bracket 

and discard before installation.

CAUTION: Remove 5 rubber packing mounts 



Fan Installation Drawing 
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Safety Pin
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Blade 
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Light 
Pull Chain 
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Fig 1

Fig 1

8. OPERATING YOUR
FAN

NOTE:
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Fan sounds 
noisy. 

Fan wobble. 

2. Check line wire connections to the fan and switch wire connections in the switch
housing. CAUTION: Make sure main power is off.

1. Make sure all motor housing screws are snug.
2. Make sure the screws that attach the fan blade bracket to the motor hub is tight.
3. Make sure wire nut connections are not rubbing against each other or the interior

wall of the switch housing. CAUTION: Make sure main power is off.
4. Allow a 24-hour "breaking-in" period. Most noise associated with a new fan

disappear during this time.
5. If using an optional light kit, make sure the screws securing the glassware are

tight. Check that light bulb is also secure.
6. Some fan motors are sensitive to signals from solid-state variable speed controls.

If you have installed this type of control, choose and install another type of control.
7. Make sure the upper canopy is a short distance from the ceiling. It should not

touch the ceiling.

1. Check that all blade and blade arm screws are secure.
2. Most fan wobbling problems are caused when blade levels are unequal. Check

this level by selecting a point on the ceiling above the tip of one of the blades.
Measure this distance. Rotate the fan until the next blade is positioned for
measurement. Repeat for each blade. The distance deviation should be equal
within 1/8".

3. Use the enclosed Blade Balancing Kit if the blade wobble is still noticeable.
4. If the blade wobble is still noticeable, interchanging two adjacent (side by side)

blades can redistribute the weight and possibly result in smoother operation.
WARNING: TO REDUCE THE RISK OF PERSONAL INJURY, DO NOT BEND THE 
BLADE ARM WHILE INSTALLING, BALANCING THE BLADES, OR CLEANING 
THE FAN. DO NOT INSERT FOREIGN OBJECTS BETWEEN ROTATING FAN 
BLADES. 
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Fan will not start. 1. Check circuit fuses or breakers.

Problem Solution

10. TROUBLESHOOTING

CONNECTIONS".
Y OU ATTEMPT ANY REPAIRS. REFER TO THE SECTION "MAKING ELECTRICAL 
IMPORTANT: MAKE SURE THE POWER IS OFF AT THE ELECTRICAL PANEL BOX BEFORE 

There is no need to oil your fan. The motor has permanently lubricated bearings.4.

enhanced beauty. Cover small scratches with a light application of shoe polish.
 You can apply a light coat of furniture polish to the wood blades for additional protection and 3.

motor, or the wood, or possibly cause an electrical shock.
minimize  discoloration or tarnishing. Do not use water when cleaning. This could damage the 
brush or lint-free cloth to avoid scratching the finish. The plating is sealed with a lacquer to 

 Clean your fan periodically to help maintain its new appearance over the years. Use only a soft 2.

necessary to remove fan from ceiling.)
connections,  brackets, and blade attachments twice a year. Make sure they are secure. (It is not 
Because of the fan's natural movement, some connections may become loose. Check the support 1.

Here are some suggestions to help you maintain your fan

9. CARE OF YOUR FAN




